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Shelf life and Warranty

Product warranty is limited to original defects in material and workmanship and
will not cover any collateral damage due to mishandling, abuse and/or any other

inappropriate use of this product. Warranty period is 1 year from the date of purchase.

Warning

P Use only OEM battery pack (B001/LB001)
» Do notreplace battery when an explosive atmosphere is present
P Do not open when an explosive atmosphere is present
D Potential electrostatic charging hazard - clean with damp cloth
» When installing the housing onto the main body,
please make sure to rotate the housing clockwise until it “clicks” in.
> Follow local and national waste disposal guidelines when discarding this product.

*For temperature range and battery selection, please refer to certificate details.
* Year of manufacture is indicated in a serial number on the marking of the product.
* Explosion-proof equipment shall be installed in compliance with KS C IEC60079-14.

* Any changes or modifications
not expressly approved by the party responsible for compliance
could void the user's authority to operate this equipment.

*This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions :
(1) This device may not cause harmful interference, and
(2) this device must acceptany interference received,
including interference that may cause undesired operation.

*This equipment complies with FCC radiation exposure limits
set forth for an uncontrolled environment.
This equipment should be installed and operated with minimum
distance 20cm between the radiator and your body.
This transmitter must not be co-located or operating in conjunction
with any other antenna or transmitter.

Specifications

Product Name Type Grease Capacity(ml)
LK-EXPL(r)60, EXPL(160 60
bulsarlube LK-EXPL(r)125, EXPL()125 125
LK-EXPLUVEXPLI) | ¢ ExpL (250, EXPL(250 250
LK-EXPL(r)500, EXPL(r)500 500

Detailed Specifications

Specifications Description

Operating Pressure Avg.30 (435psi) / Max.60bar (870psi)

Alkaline Battery : -18°C ~ 50°C (-0.4°F ~ 122°F)

Operating Temperature of Battery Lithium Battery : -40°C ~ 50°C (-40°F ~ 122°F)

LCD Display
Installation Thread Size

Blue backlight display
PT 3/8" Male

Installation Types Single Point/ Multi-Point

Energizer : MAX E91, IEC-LR6, Zinc-Manganese Dioxide (Zn/Mn02),1.5V
/L91, IEC-FRS, Lithium/Iron Disulfide (Li/FeS2), 1.5V
DURACELL : MN1500, IEC-LRS, Zinc-Manganese Dioxide (Zn/Mn02), 1.5V

Applied Standards

IEC 60079-0:2017, IEC 60079-11:2011, EN IEC 60079-0:2018, EN 60079-11:2012, Public

Notice No. 2021-22 of the Ministry of Employment and Labor

Certificates
Product Description Automatic Single Point Lubricator
Product Name Pulsarlube LK-EXPLr/EXPLi

LK-EXPL(1B0/EXPL(160, LK-EXPn125/EXPLin125,
LK-EXPL1©250/EXPL(1250, LK-EXPL500/EXPL1500

Pulsarlube EXPL()

113G Exic IBT4 Gc
DEKRA 25ATEX0086X
-18°C < Ta < 50°C (Alkaline batteries)
R-R-KLT-LKEXPLr

Type

-40°C < Ta < 50°C (Lithium batteries)
Exic lIB T4 Gc
25-KA2B0-0613X

S .8C<Tas< 50°C (Alkaline batteries) C
-40°C < Ta < 50°C (Lithium batteries)

Exic IIB T4 Gc jgi
E —

IECEX KTL 25.0017X
IECEX 185 < Ta < 50°C (Alkaline batteries)
-40°C < Ta < 50°C (Lithium batteries)

Pulsarlube LK-EXPL()
113 GExic IIB T4 Gc
DEKRA 25ATEX0086X
-18°C < Ta < 50°C (Alkaline batteries)
-40°C < Ta < 50°C (Lithium batteries)

Exic IIB T4 Ge
25-KA2B0-0613X C
S X1§°C < Ta < 50°C (Alkaline batteries)

-40°C < Ta < 50°C (Lithium batteries) FCC ID : 2APJH-LKEXPLR

7 &

e [c

R-R-KLT-LKEXPLr

Ex ic IIB T4 Gc
|IECEx KTL 25.0017X

IECEX 1go¢ <Ta<50°C (Alkaline batteries)
-40°C < Ta < 50°C (Lithium batteries)

Buttons

1 second

0

Power On

3 (D Poweroff

2 seconds 3 seconds

Press & and hold for 3 seconds
to turnthe uniton.

Press  and hold for 3 seconds

to deactivate 'Auto Lock Out' mode.

Press & for 5 seconds to turn off
LCD screen.

Dispensing Settings

o1

MONTH

J

Remove contaminants around the lube point. # Ensure a clear passage
by purging the lube point with a manual grease gun. (Use the same or
compatible grease.) ® Remove the grease nipple and install appropriate
adaptors. = Install lubricator.

Installation Guidelines

*60,125,250ml : 1~12 month / 500mI : month

Press ¢ for 3 seconds to turn the unit on. (Check LCD screen to make

sure your purchased grease capacity.) ® Press € to select the

dispensing period. The setup is complete if ( & ) appears on LCD screen.
= Install the dust cover over the lubricator for added protection.

Service Pack Replacement Guidelines

NOTE. Check the Service Pack capacity and components
(battery pack, grease pouch, dust cover & label)

Manufacturer Name : KLT / Use only on LK-EXPL«/EXPLo/Electrical Rating : 4.5V

Battery

Specfications Alkaline Battery Pack (B0O1) : AA (LR6), 3ea, Energizer or Duracell

Lithium Battery Pack (LBOO1) : AA (FR6), 3ea, Energizer

WARNING. Do not replace the battery in hazardous areas.

Use a lithium battery when using the 500ml unit.
Check the service pack capacity and components (battery pack, grease
pouch, dust cover, & label). & Remove the top housing, empty grease
pouch, and used battery pack. < Insert new battery pack. Make sure the
battery clamp is firmly locked. Purge the grease pouch until grease comes
out of the tip and install. Do not overtighten. & Place housing back onto
the lubricator. = Attach the enclosed label to the lubricator and note the
installation date. = Power on and reset the lubricator. % Install the
lubricator on the lube point. & Install the dust cover over the lubricator
for added protection.

Mounting Methods

Direct Mount/ Single Point Remote Installation

==

e N

Single Point Remote Installation (Alkaline, Lithium Battery)

Direct Mount or Remote Installation using Extension Tube

For applications not allowing any direct mounts, remotely mount the unit
using appropriate accessories and keep the distance from the lube point
as short as possible. For remote installation using a tube, use a 06 (1/4”)
tube pre-filled with the same or compatible grease as the grease
contained in the unit.

Multi-Point Installation (Lithium Battery Only)

Multi-Point Remote Installation using Progressive Divider Block (2~8 points)

Ensure the break-off pressure is below the average operating pressure of

30bar (435psi).

» For more information, please refer to the distributor user manual.
(Reference: Website > Service Menu > Technical Information)

» Lithium battery pack is required for all multi-point installations.

Troubleshooting Guidelines
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S~00 (Sensor)

Error : Operation on hold

due to non-detection of motor sensor

Possible Cause : Problem with the motor sensor
Solution : Contact your supplier

BP0 (BPSM) *Back Pressure Sensing Mode

Error : Excessive backpressure indication
Possible Cause : Hardened grease obstructing
lube point or kinked lube line.

Solution : Purge grease into the lube point
using a clean manual grease gun

to eliminate possible hardened grease

that may be causing an obstruction.

This will alleviate excessive backpressure.
Reduce the lube line length if possible.

ChOD (Check)

Error : Motor not responding

Possible Cause : Electric motor may not be able
to activate due to possible electrical problem
Solution : Contact your supplier

Error: Blank LCD screen

Possible Cause :

CPU electrical malfunction or battery problem
Solution : Replace battery pack /

Press reset button to restart the lubricator /
Contact your supplier if problem persists

PULSARLUBE LINK SYSTEM

The LINK system is a remote monitoring platform

that operates through a Pulsarlube Gateway.

*This feature is only available for the LK-EXPL(r) model.
*Please consult with your sales representative before use.

www.pulsarlube-link.com

2 Download on the

@& App Store

GETITON
” Google Play

KLT Co., Ltd.
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www.pulsarlube.co.kr / klt_sales@pulsarlube.com

Pulsarlube USA, Inc. EN 'SP

1170 Ardmore Ave Itasca IL 60143, USA
Tel : +1- 847-593-5300 Fax : +1-847-593-5303

W, com/i com

Pulsarlube GmbH

Silostr. 31b, 65929 Frankfurt am Main. Germany
Tel : +49 69 8700766-62/-63 Fax : +49 69 8700766-69
WWW. de/ sale com

Pulsarlube Asia Pacific

Room 1708, Building A, 135, Gasan digital 2-ro,
Geumcheon-gu, Seoul, Korea

Tel : +82 (2) 2135-3788 Fax:+82 (2) 2083-8485

WWW. com / sale com
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